
Item: 80821-SU

A19/LED/12W/D/50K SUNLITE

Sunlite A19/LED/12W/50K LED
Household 12W (75W Equivalent)
Light Bulbs, Medium (E26) Base,
5000K Cool White

Sunlite's LED A19 household bulbs are the perfect RoHS
compliant source of light for any home. Producing a rich and
comfortable ray of light at a fraction of the energy cost of a
traditional incandescent bulb and safer than your typical
fluorescent bulb

This dimmable A19 household LED bulb lasts an

astounding 15,000 hours on averages, while out

performing both incandescent and fluorescent bulbs in

performance and saved energy

•

Considerably lower electricity usage by replacing any

incandescent bulb or fluorescent bulb with Sunlite's LED

A19 lamp that only consumes 12 watts of energy

•

This general usage light bulb generates a dome of 5000K

Cool White light at 1100 lumens and utilizes a Medium

(E26) base

•

High quality, UL listed, RoHS compliant, modern 75 watt

replacement LED lamp sold at a consumer friendly price

•

Perfect for the living room, bathroom, bedroom, walk-in

closets, walk ways as well as damp locations

•

General Characteristics
Bulb A19
Lamp Type Household
Lamp Life Hours 15000 Hours
Material Plastic
Bulb Finish Frosted
LED Type 2835
Base Medium (E26)
Lumens Per Watt (LPW) 91.67
Life (based on 3hr/day) 13.7 Years
Estimated Energy Cost $1.45 per Year
Safety Rating UL Listed - Damp Location
Dimmable True

Electrical Characteristics
Watts 12
Volts 120
Equivalent Watts 75
LED Chip Manufacturer 2835
Number of LEDs 15
Power Factor 0.7
Temperature -20° To 40°

Light Characteristics
Brightness 1100 Lumens
Color Accuracy (CRI) 80
Light Appearance Super White
Color Temperature 5000K
Beam Angle 220°

Product Dimensions
MOL (in) 4.17
Diameter  (in) 2.36
Package Dimensions (in) (W) 2.50 (H) 4.60 (D) 2.50

Product Data
Item Number 80821-SU
Case Quantity 12
Barcode on SKU 653703808215
Barcode on Case 10653703808212
Brand SUNLITE
Description A19/LED/12W/D/50K
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