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Damp

4.75”

4”

531 SERIES

LENS TYPE

1

END CAP FINISH

531

PRODUCT FAMILY

1 - White

        ADA Compliant

3 - Brushed Rust †

4 - Brushed Verde †

5 - Black

7 - Ultra Chrome 

8 - Marble

9 - Aged Brass †

OPTION LEGEND

STANDARD SPECIFICATIONS AVAILABLE END CAP FINISHES
Finished Cold Rolled Steel
White UV Stabilized Acrylic

Damp Location Listed
Wall Mount Only
Ceiling Fixtures 149 Series

Housing
Lens

Certification
Mounting

Match

53113 | BRUSHED RUST END CAPS

3 - BRUSHED RUST † 4 - BRUSHED VERDE † 5 - BLACK

7 - ULTRA CHROME † 8 - MARBLE 9 - AGED BRASS †

On-the-Wall

Overall length may vary +/- 0.25" from  measurement diagram above.

† Additional lead time may apply.   * May not be available in all wattages or combinations, please call factory. 

49.625” for 36LED

37.625” for 24LED

25.625” for 18LED

18LED

24LED

FEATURES & OPTIONS*

120-277V, 50/60Hz, Non-Dimmable
18 Watts, 1800 Lumens, >80 CRI, T8 LED Tubes (2)
Options: ALLK

120-277V, 50/60Hz, Non-Dimmable
24 Watts, 2400 Lumens, >80 CRI, T8 LED Tubes (2)
Options: ALLK

120-277V, 50/60Hz, Non-Dimmable
36 Watts, 3600 Lumens, >80 CRI, T8 LED Tubes (2)
Options: ALLK

MODELS

36LED

3000 Kelvin Warm White Light Temperature 
4000 Kelvin Cool White Light Temperature 
5000 Kelvin Full Spectrum Light Temperature     
6500 Kelvin Daylight White Light Temperature 
Model comes in all Kelvin above, choose one. 

30K
40K
50K

ALLK
65K




